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IN THE CLAIMS 

1. (currently amended) An illuminating fire hose comprising: 

a fire hose having a first end and a second end, said fire 
hose including an interior wall and coi exterior wall remote 
therefrom; and 

a sleeve secured over the exterior surface of said fire 
hose, said sleeve carrying at least one light emitting element 
adapted for selectively emanating light , wherein said at least 
one light emitting element is continuously visible between said 
first and second ends of said fire hose . 

2-4. (canceled) 

5. (original) The hose claimed in claim 1, wherein said 
sleeve comprises a flexible material. 

6. (original) The hose claimed in claim 5, wherein said 
sleeve is a fabric sleeve. 

7. (original) The hose claimed in claim 1, wherein said 
sleeve has first and second edges extending between first and 
second ends thereof, said first and second edges being 
connectable to one another for securing said sleeve over the 
exterior surface of said hose. 

8. (original) The hose as claimed in claim 1, wherein said 
first and second edges of said hose overlap one another when 
said sleeve is secured over the exterior surface of said hose. 

9. (original) The hose claimed in claim 7, wherein said first 
and second edges include hook and loop fastening material . 

10. (original) The hose claimed in claim 1, further comprising 
a clear material attached to said sleeve adapted to hold the at 
least one light emitting. element . 
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11. (original) The hose as claimed in claim 10, wherein said 
clear material is selected from a group consisting of a polymer 
material and a reinforced flexible material. 

12. (original) The hose as claimed in claim 1, wherein said at 
least one light emitting element extends between the first and 
second ends of said hose. 

13. (original) The hose ad claimed in claim 1, wherein said at 
least one light emitting element is visible outside said hose. 

14. (original) The hose as claimed in claim 10, further 
comprising an epoxy adhesive for attaching said clear material 
to said sleeve. 

15. (original) The hose as claimed in claim 14, wherein said 
adhesive is substantially transparent. 

16-18. (canceled) 

19. (original) The hose as claimed in claim 1, wherein said at 
least one light emitting element is wrapped aroxmd said hose so 
as to provide illumination completely around said hose . 

20. (original) The hose as claimed in claim 1, wherein said at 
least one light emitting element has a length that is greater 
than the distance between the first and second ends of said 
hose . 

21. (original) The hose as claimed in claim 1, wherein said at 
least one light emitting element is adapted for trsmsmitting 
light from a first end to a second end of said light emitting 
element . 

22. (original) The hose as claimed in claim 1, wherein said at 
least one light emitting element includes one or more optical 
fibers . 

23. (original) The hose as claimed in claim 22, wherein said 
optical fibers comprise a fiber optic ceible. 
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24. (original) The hose as claimed in claim 23, wherein an end 
of said at least one fiber optic cable is adapted for being 
coupled with a light source so that light generated by said 
light source may be transmitted through said fiber optic cable . 

25-31. (canceled) 

32. (original) The hose as claimed in claim 1, further 
comprising a color filter in optical communication with said at 
least one light emitting element for changing the color of the 
light emanating therefrom. 

33. (currently amended) An illuminating hose comprising: 

a hose having a first end aiid a second end, said hose including 
an interior wall and an exterior wall; and 

a sleeve secured over the exterior surface of said hose, said 
sleeve carrying at least one light emitting element adapted to 
selectively emeuiate light from said hose , wherein said at least 
one light emitting element is continuously visible between said 
first and second ends of said hose . 

34-35. (ceuiceled) 

36. (original) The illuminating hose as claimed in claim 33, 
wherein said at least one light emitting element is visible 
between the first and second ends of said hose. 

37. (original) The illuminating hose as claimed in claim 36, 
wherein said at least one light emitting element is continuously 
visible between the first eoid second ends of said hose . 

38. (original) The illximinating hose as claimed in claim 33, 
wherein said at least one light emitting element includes one or 
more optical fibers. 

39-40. (canceled) 
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